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OPTiLite DCS’s micro cable consists of 2 to 24 fiber 250µm Micro Cables, featuring aramid strength 
members and double LSZH jackets. These cables incorporate 2 to 24 strands of 250µm OM1, OM2, 
OM3, OM4 multimode fibers, or OS1/OS2 singlemode optical fibers (per ITU-T G.652D, ITU-T 
G.657A1, and ITU-T G.657A2) within a 2.95mm Low Smoke Zero Halogen (LSZH) inner jacket that 
includes aramid strength members.

→   Ideal for internal inter-connect 
patching using MPO/MTP®
connectivity
→  Specialist cable for high density 
connectivity including
Data Centres

• Individual colour coated optical fibers
• Compact 250um high fiber density construction
• All dielectric construction with aramid yarn for 

physical protection and mechanical strength
• Single LSZH jackets for internal use
• CPR Cca and B2ca upon request

24 Cores Single Jacket 
Micro Cable

DESCRIPTION

APPLICATIONSFEATURES

SPECIFICATIONS

Items Parameters

Fiber Count 2 to 24 cores

Cable Diameter 3.0mm

Jacket Material(optional) LSZH、OFNP、OFNR、PVC

Fiber Type(optional) G652D, G657A, G657B, OM1, OM2, OM3, OM4, 
OM5

Bending Radius
Static 60mm

Dynamic 30mm

Tensile Strength
Long Term 200N
Short Term 660N

Crush Resistance
Long Term 300N/100mm
Short Term 1000N/100mm

Operating Temperature -20 ~ +70 ℃

Storage Temperature -40 ~ +85 ℃

Color code sequence Blue, Orange, Green, Brown, Grey, White, Red, Black, 
Yellow, Purple, Pink, Aqua
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Descr ipt ion Part  Number

ORDERING INFORMATION

24 Cores Single Jacket 
Micro Cable


