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2.5GBASE-T compatible SFP transceiver supports up to 100m link lengths over a copper connection 
via a RJ-45 connector. Each SFP transceiver module is individually tested to be used on a series of 
Generic switches, routers, servers, network interface card (NICs) etc. Featuring low power 
consumption and high speed, the 2.5G SFP transceiver is ideal for enterprise networking for LAN 
applications and different other networking places using copper connections.

→   Data Center
→   Switches
→   Routers
→   Servers

• 2.5G Connectivity for Data Center
• Tes t ed  i n  Ta rge t e d  S w i t c h e s  f o r  S u p e r i o r 

Performance
• Support 2.5Gbase-T / 1000base-T/ 100base-T on 

Line Port
• Support 2.5Gbase-X on Host Port
• Terminated RJ45 Connectors,  Al lowing 2.5G 

Bandwidth over Existing Copper Infrastructure

SFP 2.5GBASE-T Copper 
100m RJ-45 Transceiver

DESCRIPTION

FEATURES

SPECIFICATIONS

Items Parameters

Package Type SFP

Max Data Rate 2.5Gbps

Max Cable Distance 100m

Media Cat5e

Connector RJ- 45

Power Consumption < 2W

DDM/DOM Not Supported

Commercial Temperature Range 0 to 70°C (32 to 158°F)

Application 2.5 Gigabit Ethernet over Cat 5e cable

APPLICATIONS
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Descr ipt ion Part  Number

ORDERING INFORMATION

SFP 2.5GBASE-T Copper 
100m RJ-45 Transceiver


