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OPTiLite DCS's XFP 10G 10km LC Duplex Transceiver is provides up to 10km over single-mode 
fiber (SMF) using a wavelength of 1310nm via an LC connector. This transceiver is compliant with 
the current XFP Multi-Source Agreement (MSA) Specification,10-Gigabit Ethernet 10GBASE-LR/LW 
per IEEE 802.3ae and 10G Fiber Channel 1200-SM-LL-L. Digital Optical Monitoring (DOM) support 
which allows access to real-time operating parameters. It is suitable for data center, enterprise wiring 
closet, and service provider transport applications.

→   Data Center
→   Switches
→   Routers
→   Servers

• Low-power in 10G links
• Tes t ed  i n  Ta rge t e d  S w i t c h e s  f o r  S u p e r i o r 

Performance
• XFP footprint
• RoHS Compliant
• Hot Pluggable XFP MSA Compliant

 XFP 10G 10km LC Duplex 
Transceiver

DESCRIPTION

FEATURES

SPECIFICATIONS

Items Parameters

Package Type XFP

Max Data Rate 11.3Gbps

Max Cable Distance 10km

Connector LC Duplex

Media SMF

Transmitter Type DFB

Receiver Type PIN

Typical Power Consumption ≤1.5W

Commercial Temperature Range 0 to 70°C (32 to 158°F)

APPLICATIONS
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Descr ipt ion Part  Number

ORDERING INFORMATION

 XFP 10G 10km LC Duplex 
Transceiver


